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HSP1000-00 ET10-HSP04 ZP10S-00 ET10-P10SN
HSP1600-00 ET10-HSP04 ZP16S-00 ET10-P16SN
HSP2500-00 ET10-HSP05 ZP25S-00 ET10-P25SN
HSP3000-00 ET10-HSP05 ZP30S-00 ET10-P30SN
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HSP1000-00 ET30-HSP00 ET30-HSP01 ET10-HSP03
HSP1600-00 ET30-HSP00 ET30-HSP01 ET10-HSP03
HSP2500-00 ET30-HSP00 ET30-HSP02 ET10-HSP03
HSP3000-00 ET30-HSP00 ET30-HSP02 ET10-HSP03

�
�� �� ��

��

��

�
��

�

�

�

�

�

�

�

��

��

��

��

��

20
 - 

48
 c

m

+
– +

–

��

��

�� ��

��

�

!

AC 230 V / 50 Hz
IP X8

10 m

WATT

HSP1000-00 12 W 1100 l/h 1,30 m 1,00 m
HSP1600-00 20 W 1500 l/h 1,80 m 1,00 m
HSP2500-00 33 W 2500 l/h 2,00 m 1,50 m
HSP3000-00 48 W 3100 l/h 2,20 m 1,50 m

1,5m
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HSP1000, HSP1600: 
19 mm (¾")

HSP2500, HSP3000: 
25 mm (1")

19 mm (¾")

13 mm (½")
19 mm (¾")
25 mm (1")

AC 230 V/50Hz

RCD (FI)��
� 30mA
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Betriebs anleitung
Instructions for use

Mode d‘emploi
Bedrijfshandleiding

Manual de funcionamiento
Istruzioni per l’uso

Betjeningsvejledning
Användarhandledning

Bruksanvisning
Instruc�iuni de utilizare
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Käyttöohje

Navodila za uporabo
Návod na prevádzku

Návod k pou�ití
Használati útmutató
Instrukcja obs�ugi

Upute za rad
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��letim talimat�
Kasutusjuhend
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Manual de instruções
Lietošanas instrukcija
Naudojimo instrukcija
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Pumpen
Pumps · Pompes · Pompen · Bombas · Pompe · Pumper · Pumpar · Pompy
������ · Pumpuissa · �rpalke · �erpadlá · �erpadla · Szivattyúkat
Pumpe · ������ · Pompalar · Pump · S�k�i · Siurbliai · ����� · �ª
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13 mm (½")
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